
PET-PULLOJEN TARROITUSOHJE -

HYVÄKSYTYT TARRAMATERIAALIT

▪ etiketti irtoaa + 65°C pesussa

Avery Dennison

▪ Cleanflake Clear – SR3011

▪ Cleanflake White – SR3011

▪ MC PRIMECOAT FSC WX6030-BG40BR

▪ MATT WINE FSC WW2031 - BG45WH FSC

▪ PP50 TOP CLEAR – WB0030

▪ PP60 CAVIT TOP WHITE – WB0030

Herma

▪ PP white super tc (881)/52W

▪ PP 50 transparent super tc (886)/52W
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UPM Raflatac

▪ Rafwash Clear TC 50 RC7W

▪ Rafwash Clear IL 60 RC7W

▪ Rafwash White TC 60 RC7W

▪ PP White FTC 60 RW65C 

▪ PP Clear Wash TC 50 RW85C

▪ PP White Wash TC 60 RW85C

▪ PP Silver Wash TC 50 RW85C

▪ Raflagloss WSA RP45

▪ Raflamatt WSA 90-FSC RP45

▪ Multiprint White WSA-FSC RP45

▪ Antique White WSA-FSC

▪ Velmart White WSA-FSC

▪ Raflasilk WSA RP45

▪ Raflacoat Plus-FSC RP45 AT

▪ Raflagloss-FSC RP45 AT

▪ Transfer Matt-FSC RP45 AT
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